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(e) Each element of an electric space-
heater must be enclosed, and the case
or jacket of the element made of a cor-
rosion-resistant material.

(f) Each electrical connection for a
cooking appliance must be drip-proof.

§ 129.560 Engine-order telegraphs.
No OSV need carry an engine-order

telegraph, provided the vessel meets
the requirements of § 113.35–3(d) of this
chapter.
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Subpart A—Vessel Control
§ 130.110 Internal communications on

OSVs of less than 100 gross tons.
Each vessel of less than 100 gross tons

equipped with an independent auxiliary
means of steering, as required by
§ 130.130(b) of this subpart, must have a
fixed means of communication between
the pilothouse and the place where the
auxiliary means of steering is con-
trolled.

§ 130.120 Propulsion control.
(a) Each vessel must have—
(1) A propulsion-control system oper-

able from the pilothouse; and
(2) A means at each propulsion en-

gine of readily disabling the propul-
sion-control system to permit local op-
eration.

(b) Each propulsion-control system
operable from the pilothouse must en-
able—

(1) Control of the speed of each pro-
pulsion engine;

(2) Control of the direction of propel-
ler-shaft rotation;

(3) Control of propeller pitch, if a
controllable-pitch propeller is fitted;
and

(4) Shutdown of each propulsion en-
gine.

(c) The propulsion-control system op-
erable from the pilothouse may con-
stitute the remote stopping-system re-
quired by § 129.540 of this subchapter.

(d) Each propulsion-control system,
including one operable from the pilot-
house, must be designed so that no one
complete or partial failure of an easily
replaceable component of the system
allows the propulsion engine to over-
speed or the pitch of the propeller to
increase.

§ 130.130 Steering on OSVs of less than
100 gross tons.

(a) Each OSV of less than 100 gross
tons must have a steering system that
complies with—

(1) Section 130.140 of this subpart; or
(2) This section.
(b) Except as provided by paragraph

(i) of this section, each vessel must
have a main and an independent auxil-
iary means of steering.

(c) The main means of steering (main
steering gear) must be—
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